Airworthiness Directive Schedule
Aeroplanes
Air Tractor AT-602
29 April 2021

Notes:
1. This AD schedule is applicable to Air Tractor AT-602 aircraft manufactured under FAA Type Certificate Number A19SW.
2. The Federal Aviation Administration (FAA) is the National Airworthiness Authority (NAA) responsible for the issue of State of Design Airworthiness Directives (ADs) for these aircraft. State of Design ADs can be obtained directly from the FAA website at http://rgl.faa.gov/Regulatory_and_Guidance_Library/rgAD.nsf/MainFrame?OpenFrameSet
3. The date above indicates the amendment date of this schedule.
4. New or amended ADs are shown with an asterisk *

Contents

<table>
<thead>
<tr>
<th>Number</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>2005-13-12</td>
<td>Front and Rear Spar of the Horizontal Stabiliser - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>2006-23-09</td>
<td>Wing Main Spar Lower Caps - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>2006-23-14</td>
<td>Rudder and Vertical Fin Hinge Attach Structure - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>2007-10-01</td>
<td>Horizontal Stabiliser Brace Tube Assembly - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>2008-26-01</td>
<td>Overtum Skid Plate Kit - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>2009-11-05</td>
<td>Engine Mount - Inspection</td>
<td>2</td>
</tr>
<tr>
<td>* 2021-05-14</td>
<td>Flap Torque Tube Actuator Attachment Brackets – Inspection</td>
<td>3</td>
</tr>
</tbody>
</table>
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2005-13-12  Front and Rear Spar of the Horizontal Stabiliser - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2006-23-09  Wing Main Spar Lower Caps - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2006-23-14  Rudder and Vertical Fin Hinge Attach Structure - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2007-10-01  Horizontal Stabiliser Brace Tube Assembly - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2008-26-01  Overturn Skid Plate Kit - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018

2009-11-05  Engine Mount - Inspection
Compliance: Before the issue of a New Zealand Certificate of Airworthiness, or at the next review of airworthiness, or at the next annual inspection, whichever is the sooner, unless previously accomplished. Repetitive inspections, if required, to be accomplished at intervals not to exceed the times specified in the FAA AD.
Effective Date: 26 July 2018
Flap Torque Tube Actuator Attachment Brackets – Inspection

Applicability: Air Tractor AT-602 aircraft, all S/N.

Effective Date: 29 April 2021