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Airworthiness Directive Schedule 

Aeroplanes 

Bellanca Super Viking 17-30A  

27 October 2016 

 

Notes  1. This AD schedule is applicable to Bellanca Super Viking 17-30A aircraft 
manufactured under FAA Type Certificate (TC) No  A18CE. Alexandria Aircraft LLC 
holds the FAA TC for these aircraft.  

  2. The FAA is the National Airworthiness Authority (NAA) responsible for the issue of 
State of Design Airworthiness Directives (ADs) for these aircraft. 

   State of Design ADs can be obtained directly from the FAA website at: Dynamic 
Regulatory System (faa.gov) 

  3. For ADs listed in this schedule with an effective date 28 April 2016, compliance is 
required with every individual AD before issue of a New Zealand Certificate of 
Airworthiness, or at the next review of airworthiness after 28 April 2016 (the 
effective date of these ADs), whichever is the sooner, unless previously 
accomplished. 

  4. The date above indicates the amendment date of this schedule. 

  5. New or amended ADs are shown with an asterisk * 
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72-01-03  Engine Fuel Hose – Inspection  

Effective Date: 28 April 2016 

73-03-03  Engine Induction Box Bolts – Inspection 

Effective Date: 28 April 2016 

73-05-02  Rudder Control System – Inspection 

Effective Date: 28 April 2016 

75-11-06  Check Valve – Inspection 

Requirement: Comply with 73-A101. 

Effective Date: 28 April 2016 

76-08-04 Wood Deterioration – Inspection  

Effective Date: 28 April 2016 

77-22-02 Nose Landing Gear Engine Mount – Inspection 

Effective Date: 28 April 2016 

86-25-06 Wing Main and Auxiliary Fuel Tanks – Inspection  

Effective Date: 28 April 2016 

87-11-01R1 Fuel Caps and Drains – Inspection 

Effective Date: 28 April 2016 

90-02-17 Landing Gear Fitting Assemblies - Inspection 

Effective Date: 28 April 2016 

96-18-07 Nose Landing Gear Drag Strut Brackets - Inspection 

Effective Date: 28 April 2016 

2008-05-11 Muffler and Tail Pipe Assemblies - Inspection 

Effective Date: 28 April 2016 

2014-20-12 Fuselage - Inspection 

Effective Date: 28 April 2016 

 


